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• Heavy Duty Steel & Engineered Wood Frame:
     • PSL: Parallel Strand Lumber
     • LVL: Laminated Veneer Lumber
• Sturdy Timber structure: 
     • Kiln Dried - Heat Treated (KD HT) wood studs: 
	 • KD: 19% or less moisture content for material 
                dimensional stability
	 • HT: Center of the piece heated to 56°C for a 
                minimum of 30 minutes for phytosanitary control
     • Structural components made of Engineered Wood 
        (Laminated Veneer Lumber - LVL)

• Roof covering: Pre-painted galvanized steel 
   (Choice of colors)
• Roof, Exterior walls & Floor: 
   Structural Insulated Panels (SIP)
• Exterior side: ½” (13mm) Select Plywood (T111)
   grooved, stained or painted (Choice of colors)
• Thermal Insulation: 3 ½’’ (89mm) Expanded 
   Polystyrene (EPS), Free of Chlorofluorocarbon &
   Hydro chlorofluorocarbon (CFC & HCFC)
• Interior side: Timber frame foldable walls 
   for quick and easy installation

�������������

���� �� �������� ��������� �

 Habitaflex Camps
Easy and quick to install | Operational in only a few hours | No foundation required
No construction | Easy to relocate | Expand, Simplify and Safe
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Habitaflex Camps



Habitaflex Camps
130-People Camp  


